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SentinelÊPowerÊisÊtheÊidealÊsolutionÊforÊ
poweringÊsensitiveÊandÊvitalÊÒmissionÊ
criticalÓÊutilitiesÊsuchÊasÊsafetyÊdevicesÊ
(electro-medical),ÊensuringÊmaximumÊ
powerÊreliability.
TheÊseriesÊincludesÊ5-6kVAÊsingle/single-
phaseÊandÊ6.5-8-10kVAÊsingle/single-
phaseÊandÊthree/three-phaseÊmodelsÊwithÊ
doubleÊconversionÊOn-lineÊtechnologyÊ
(VFI);ÊtheÊloadÊisÊalwaysÊpoweredÊbyÊtheÊ
inverterÊwhichÊprovidesÊÊaÊsinusoidalÊ
voltage,ÊÞlteredÊandÊstabilisedÊinÊtermsÊofÊ

voltage,ÊformÊandÊfrequency.
Moreover,ÊtheÊinputÊandÊoutputÊÞltersÊ
signiÞcantlyÊincreaseÊtheÊloadÕsÊimmunityÊ
againstÊnetworkÊdisturbancesÊandÊ
lightningÊÊstrikes.Ê
SentinelÊPowerÊstandsÊforÊtechnology,Ê
performanceÊ(selectableÊEconomyÊModeÊ
andÊSmartÊActiveÊMode)ÊandÊdiagnosticsÊ
(LCDÊcustomÊdisplay,ÊRS232ÊandÊUSBÊ
interfacesÊwithÊPowershield3ÊsoftwareÊ
included,ÊESDÊinput,ÊslotÊforÊinterfacingÊ
withÊoptionalÊboards).

single/single-phase

single/single-phase 
and three/single-phase

¥ÊHighÊUPSÊreliability

¥ÊOperationÊMode
Ê selection

¥ÊHighÊqualityÊoutputÊ
Ê voltage

¥ÊSimpliÞedÊInstallation

¥ÊHighÊbatteryÊreliability

¥ÊEnergyShare

¥ÊLowÊimpactÊ
Ê onÊmainsÊnetwork
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High UPS reliability
¥ÊTotalÊmicroprocessorÊcontrol
¥ÊStaticÊandÊmanualÊbypassÊwithoutÊ
interruption

¥ÊFeaturesÊguaranteedÊupÊtoÊ40¡ÊCÊ(theÊ
componentsÊareÊdesignedÊtoÊworkÊatÊ
highÊtemperaturesÊandÊthusÊareÊsubjectÊ
toÊlessÊstressÊatÊnormalÊtemperatures)

Operation selection
TheÊoperatingÊmodeÊmayÊbeÊprogrammedÊ
usingÊsoftwareÊorÊmanuallyÊviaÊtheÊmimicÊ
panel.
¥ÊOn-line
¥ÊECOÊMode,ÊtoÊincreaseÊoutputÊ(upÊtoÊ

toÊ98%),ÊallowsÊforÊselectionÊofÊLineÊ
InteractiveÊtechnologyÊ(VI)ÊtoÊpowerÊlowÊ
priorityÊloadsÊfromÊtheÊmainsÊsupply.Ê

¥ÊSmartÊActive,ÊtheÊUPSÊautomaticallyÊ
decidesÊuponÊtheÊoperatingÊmodeÊ
(VIÊorÊVFI)ÊbasedÊonÊtheÊqualityÊofÊtheÊ
network.

¥ÊBack-up,ÊtheÊUPSÊcanÊbeÊselectedÊtoÊ
functionÊonlyÊwhenÊmainsÊpowerÊfailsÊ
(emergencyÊmodeÊonly)

¥ÊFrequencyÊconverterÊ(50ÊorÊ60ÊHz).

High quality output voltage
¥ÊEvenÊwithÊnon-linearÊloadsÊ
(loadsÊwithÊaÊcrestÊfactorÊofÊupÊtoÊ3:1)
¥ÊHighÊshortÊcircuitÊcurrentÊonÊBypass
¥ÊHighÊoverloadÊcapacityÊ150%ÊbyÊ
inverterÊ(evenÊwithÊmainsÊfailure).

¥ÊFiltered,ÊstabilisedÊandÊreliableÊvoltageÊ
(doubleÊconversionÊOn-lineÊtechnologyÊ
(VFIÊcompliantÊwithÊIECÊ62040-3)Ê
withÊÞltersÊforÊtheÊsuppressionÊofÊ
atmosphericÊdisturbances.

¥ÊPowerÊfactorÊcorrection:ÊUPSÊinputÊ
powerÊfactor,ÊcloseÊtoÊ1ÊandÊsinewaveÊ
currentÊabsorption

Simplified Installation
¥ÊUPSÊcanÊbeÊinstalledÊonÊsingle-phaseÊorÊ
three-phaseÊdistributionÊnetwork

¥ÊOutputÊterminalÊboardÊ+Ê2ÊIECÊsocketsÊ
forÊpoweringÊlocalÊutilitiesÊ(computers,Ê
modems,Êetc.)

¥ÊSimpliÞedÊpositioningÊ(built-inÊwheels).

High battery reliability
¥ÊAutomaticÊandÊmanualÊbatteryÊtest
¥ÊReducedÊrippleÊcomponentÊ(detrimentalÊ

toÊtheÊbatteries)ÊthanksÊtoÊtheÊÒLRCDÓÊ
systemÊ(LowÊRippleÊCurrentÊDischarge)

¥ÊUnlimitedÊextendibleÊruntimeÊviaÊ
dedicatedÊmodularÊdesignÊBatteryÊ
Boxes

¥ÊTheÊbatteriesÊareÊnotÊactivatedÊduringÊ
mainsÊfailureÊofÊ<40ÊmsÊ(highÊholdÊupÊ
time)ÊorÊwhenÊthereÊareÊvariationsÊinÊ
inputÊvoltageÊ(fromÊ84VÊtoÊ276V).

EnergyShare
TheÊpresenceÊofÊtwoÊ10AÊÊconÞgurableÊÊ
IECÊoutputÊsockets,ÊallowsÊforÊruntimeÊ
optimisation,ÊprogrammingÊtheÊswitch-
offÊofÊlowÊpriorityÊloads;Êalternatively,Ê
emergencyÊonlyÊloads,ÊÊnormallyÊnotÊ
poweredÊwhenÊtheÊmainsÊisÊpresent,ÊcanÊ
beÊactivated.

Low impact on mains network
¥ÊSinusoidalÊabsorptionÊofÊinputÊcurrentÊ
onÊsingle-phase/single-phaseÊseries.

Other features
¥ÊAdvancedÊdiagnostics:Êstatus,Ê
measurements,ÊalarmsÊavailableÊonÊ
customÊLDCÊdisplay

¥ÊLowÊnoiseÊ(<40dBA)ÊforÊinstallationÊ
inÊanyÊenvironmentÊthanksÊtoÊPWMÊ
digitally-controlledÊventilation,Ê
dependingÊonÊtheÊloadÊappliedÊandÊonÊ
theÊuseÊofÊaÊhighÊfrequencyÊswitchingÊ
inverterÊ(>20kHz,ÊvalueÊgreaterÊthanÊtheÊ
audibleÊrange)

¥ÊAutoÊrestartÊ(automaticÊwhenÊmainsÊ
supplyÊisÊrestored,ÊprogrammableÊviaÊ
softwareÊorÊmimicÊpanel)

¥ÊEmergencyÊback-upÊfunction,ÊtheÊUPSÊ
canÊbeÊselectedÊtoÊfunctionÊonlyÊwhenÊ
mainsÊpowerÊfailsÊ(emergencyÊlightingÊ
only)

¥ÊBackÊfeedÊprotectionÊstandard:ÊtoÊ
preventÊenergyÊfromÊbeingÊfeedÊbackÊ
intoÊtheÊmainÊsupply

¥ÊUPSÊdigitalÊupdatingÊ(ßashÊupgradable)

Advanced communication
¥ÊCompatibleÊwithÊRielloÊUPSÊ
TeleNetGuardÊteleassistance

¥ÊAdvancedÊmulti-platformÊ
communicationÊforÊallÊoperatingÊ
systemsÊandÊnetworkÊenvironments:Ê
PowerShield3ÊsupervisionÊandÊ
shutdownÊsoftwareÊforÊWindowsÊ
operatingÊsystemsÊ7,Ê2003,ÊVista,Ê2003,Ê
XP,ÊLinux,ÊMacÊOSÊX,ÊSunÊSolaris,Ê
Linux,ÊNovellÊandÊotherÊUnixÊoperatingÊ
systems.

¥ÊRS232ÊserialÊport
¥ÊPlugÊandÊPlayÊfunction
¥ÊSlotÊforÊinstallationÊofÊcommunicationsÊ
boards.
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SPW 5000 - SPW 6000
SPW 6500 - SPT 8000

 SPW 10000
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OUTPUT SWITCH 
(SWOUT)

MAINTENANCE 
BYPASS (SWMB)

BATTERY FUSE PORT 
(SWBT)

INPUT SWITCH 
(SWIN)

IEC SOCKET

RS232 SERIAL PORT

USB PORT

ON/OFF SWITCH
SLOT FOR COMMUNICA-
TIONS INTERFACE

EMERGENCY SWITCH 
DEVICE (ESD)

details

battery box

MODELS
BB SPW 240-A3 / BB SPW 240-A6
BC SPW 240-M1/ BC SPW 240-M4

Dimensions
(mm)
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MODELS SPW 5000 SPW 6000 SPT 6500 SPT 8000 SPT 10000

POWER 5000VA/4000W 6000VA/4800W 6500VA/5200W 8000VA/6400W 10000VA/8000W

INPUT

Nominal voltage 220-230-240 Vac Single-phase 220-230-240 Vac single-phase or 380-400-415 Vac three-phase with neutral

Minimum voltage without bat-
tery intervention

170 Vac @ load 100% / 140 Vac @ load 50%

Nominal frequency 50 or 60 Hz ±5Hz

BY PASS

Voltage tolerance 180 - 264 Vac (selectable in Economy Mode e Smart Active Mode)

Frequency tolerance Selected frequency ±5%

OUTPUT

Nominal voltage 220 - 230 - 240 Vac selectable

Voltage distortion < 3% with linear load / < 6% with non-linear load

Frequency 50 or 60 Hz selectable o with automatic selection

Static variation ± 1.5 %

Dynamic variation  5% in 20 ms

Waveform Sinusoidal

Crest factor  3 : 1

BATTERIES

Charging time 6-8 hours

OVERLOAD TIMES

100% < Carico < 125% 1 minute

125% < Carico < 150% 4 seconds

Load > 150% 0.5 seconds

OTHER FEATURES

Net weight (kg) 91 92 105 106

Gross weight (kg) 99 100 110 111

Dimensions (hwd) (mm) 615 x 282 x 785

Packaging dimensions 
(hwd) (mm)

863 x 388 x (650+15)

Smart Active Output up to 98%

Protection devices Overcurrent - short-circuit - overvoltage - undervoltage - thermal - excessive low battery protection devices

Communication USB / RS232 + slot for communications interface

Input sockets Terminal board

Output socket Terminal board + 2 IEC 320 C13

Regulations EN 62040-1 EMC EN 62040-2 directive 2006/95/EC - 2004/108 EC EN 62040-3

Ambient temperature 0°C / +40°C

Relative humidity < 95% non-condensing

Colour Dark grey RAL 7016

Noise level < 45 dBA a 1 m

OPTIONS

Battery cabinets for extended 
runtimes

yes (with and without battery charger)

Isolation transformer 
(hlp) mm/kg

500 x 400 x 265 / 80 –

• All specifications subject to change without notice.
• Custom-made specifications are acceptable.
• Manufactured by factory with
  ISO 9001, ISO 14001, CE, STANDARD

Your choice of power protection

www.bcn-ups.com


